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y of La0.6Sr0.4CoO3�d thin films
and its impact on the oxygen surface exchange
resistance

Ghislain M. Rupp,*a Helena Téllez,b John Druce,b Andreas Limbeck,a

Tatsumi Ishihara,b John Kilnerbc and Jürgen Fleiga

The surface composition of dense La0.6Sr0.4CoO3�d (LSC) thin film model electrodes, deposited by pulsed

laser deposition at 600 �C on yttria-stabilized zirconia (100) electrolytes, was investigated by low-energy

ion scattering (LEIS) and time resolved inductively coupled plasma mass spectrometry (ICP-MS). Results

obtained by both methods agree qualitatively and quantitatively and provide a comprehensive picture of

the surface composition and cation diffusion kinetics of LSC. The measurements revealed that freshly

prepared LSC thin films already show a Sr-rich and Co-poor termination layer (80% Sr surface coverage).

This Sr-rich surface layer was proven to be an equilibrium property of LSC as it forms again at elevated

temperatures after removal. The kinetics of this surface reconstruction is surprisingly fast (<1 h at 550 �C)
and indicates high Sr mobility in LSC. Electrochemical Impedance Spectroscopy (EIS) measurements at

400 �C revealed the detrimental effect of this surface layer on the oxygen surface exchange and suggest

that higher Co concentrations in the termination layer facilitate the oxygen exchange reaction.
1. Introduction

Mixed ionic and electronic conducting (MIEC) perovskite-type
oxides are of considerable technological interest for numerous
applications including solid oxide fuel cells (SOFCs),1,2 solid
oxide electrolysis cells (SOECs)3,4 or gas sensors.5,6 Among the
perovskite-type solid solutions, (La,Sr)CoO3�d (LSC) is one of
the most promising cathode materials for intermediate
temperature (500–600 �C) SOFCs due to its high catalytic activity
for the oxygen surface exchange7 and high oxygen diffusivity.8

For LSC thin lms under SOFC operating conditions, it is
generally agreed that the oxygen surface exchange determines
the oxygen reduction kinetics.9 Hence, the chemical composi-
tion and structure of the surface are considered important key
factors for the cathode performance.

Primarily, surface sensitive analytical techniques such as X-
ray photoelectron spectroscopy (XPS),10–14 secondary ion mass
spectrometry (SIMS)15,16 and low energy ion scattering (LEIS)17

have been employed to investigate the surface region of perov-
skite-type oxides and its inuence on the oxygen exchange
kinetics. Many of these studies connected degradation of the
electrochemical kinetics to a Sr enrichment in this surface
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region in various perovskite-type materials such as (La,Sr)
MnO3�d,18,19 (La,Sr)(Co,Fe)O3�d,11,12,15 Sr(Ti,Fe)O3�d (ref. 20 and
21) and (Ba,Sr)(Co,Fe)O3�d (ref. 22) upon elevated temperatures
or polarization. A variety of poisons, such as SO2, CO2 (ref. 10, 23
and 24) and Si or Cr sources25,26 in the vicinity of a perovskite
sample in wet atmosphere, were already shown to enhance the
Sr segregation and degradation. On the one hand, thin lm
electrodes may exhibit excellent electrochemical performance
with low polarization resistance.15,27–30 On the other hand, even
on a short time scale (hours, days) stable measurements of the
surface exchange rate of thin lm electrodes are difficult to
achieve, which not only impedes the commercialization of such
thin lm electrodes in devices but also hinders research to
deconvolute the complex mechanism of surface exchange in
perovskite-type oxide electrodes.

LEIS offers the possibility to quantitatively measure the
cation occupation of the termination layer. Different LEIS
studies on perovskite-type oxides with alkaline earth
substituted A-sites conrmed a strong preference for termina-
tion by A cations with enrichment of Sr and Ba in the termi-
nation layers upon annealing at temperatures between 400 and
1000 �C.31–33 A further very surface sensitive tool is slow wet
chemical etching and time resolved analysis of the eluate by
inductively coupled plasma (ICP) spectrometry.15,27

In this contribution, composition changes of the surface and
bulk (rst 20 nm) of La0.6Sr0.4CoO3�d thin lms were analyzed
by LEIS and time resolved inductively coupled plasma-mass
spectrometry (ICP-MS). Effects of annealing and chemical
etching on surface properties were determined. The cation
J. Mater. Chem. A, 2015, 3, 22759–22769 | 22759
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occupation of the termination layer as well as the semi-quantita-
tive composition of the sub surface layers were obtained by LEIS,
while time resolved ICP-MS was able to measure the quantitative
cation composition of the rst 3–4 atomic layers of the LSC thin
lm. The combination of both methods allows to separate
measurement artifacts and simplies the interpretation. This
gives us the possibility to directly correlate cation changes with
the kinetics of the oxygen surface exchange reaction measured by
electrochemical impedance spectroscopy (EIS).
2. Experimental
2.1 Thin lm preparation

Targets for deposition of LSC thin lms by pulsed laser deposition
(PLD) were synthesized from powders prepared by Pechini
synthesis.34 La2O3, SrCO3 and Co powders (all Sigma Aldrich,
99.995%) were individually dissolved in nitric acid, mixed in
appropriate ratios and citric acid (TraceSELECT®, 99.9998%) was
added for chelation. A calcination step was performed at 1000 �C,
followed by isostatically pressing (�150 MPa) of the powder to
a pellet and a sintering procedure at 1200 �C for 12 hours in air,
thus yielding a LSC target for PLD. The target composition was
determined from a deposited lm, which was completely dis-
solved in 0.12 mol l�1 hydrochloric acid and analyzed by
conventional ICP-OES. The target composition was determined to
be La0.62�0.02Sr0.41�0.02Co0.97�0.04O3�d.

The LSC thin lms were deposited onto (100) oriented yttria
stabilized zirconia (YSZ, 9.5 mol% Y2O3, Crystec GmbH, Ger-
many) single crystals with a thickness of 0.5 mm and a size of 5
� 5 mm2. Epitaxy-ready polished substrates were used to
prepare symmetrical samples with LSC thin lms on both sides
of the YSZ for impedance measurements, while LSC was simply
deposited on one side of the substrate for the analytical
measurements. Ablation of the target material was carried out
by a KrF (l ¼ 248 nm) excimer laser (Lambda COMPexPro 201F)
operated at a pulse repetition rate of 5 Hz, a pulse duration of 50
ns and a laser uence of approximately 1.5 J cm�2 at the target.
The atmosphere was set to 4 � 10�2 mbar oxygen partial pres-
sure and the substrate was heated to a surface temperature of
550 �C. By applying 6750 laser pulses to the LSC target, an LSC
lm of approx. 200 nm thickness was grown on the substrate
(substrate to target distance ¼ 6 cm). Aer deposition the
sample was cooled in the deposition atmosphere at a cooling
rate of 12 �C min�1. The substrate was ipped and the PLD
procedure was repeated on the back side for the symmetrical
samples. It is noteworthy that the sample surface was never
exposed to “cleaning” treatments aer deposition in order to
avoid any reactions and contamination from solvents.
2.2 Microstructural characterization

The PLD target material was analyzed in Bragg Brentano
geometry with a X'Pert Powder (PANalytical) diffractometer. A
thin lm diffraction pattern was obtained using a D8-Discover
instrument (Bruker AXS) in parallel beam geometry equipped
with a general area detector diffraction system (GADDS) at an
accelerating voltage of 45 kV and measuring time of 200
22760 | J. Mater. Chem. A, 2015, 3, 22759–22769
seconds per frame and a step size of 0.2� 2q per frame.
Secondary electron microscopy was performed on a FEI Quanta
200 eld emission gun scanning electron microscope equipped
with an Everhart–Thornley detector. The microstructure of thin
lm cross-sections was analyzed by transmission electron
microscopy (TEM) using an FEI Tecnai F20 equipped with
a eld emission gun at acceleration voltages of 200 kV.
2.3 Electrical characterization and annealing

All annealing and impedance experiments were performed in
a cleaned quartz tube which was evacuated and relled several
times with the desired high purity N2 (ALPHAGAZ™ 1 > 99.999
mol% nitrogen)/O2 (ALPHAGAZ™ 1 > 99.998 mol% oxygen)
mixture (210 or 1 mbar O2) before the sample was heated. LSC
thin lms deposited on one side of the electrolyte for surface
analytical characterizations were simply placed inside the
quartz tube while symmetrical samples (LSC–YSZ–LSC) were
sandwiched between two platinum foils for impedance
measurements. The electronic connection in the sample holder
consisted of Pt wires and a non-encapsulated type S thermoel-
ement was used for temperature measurement. No materials
other than Pt, quartz and the sample itself were heated during
impedance measurement and annealing. All these precautions
were taken in order to obtain electrochemical and composi-
tional measurements that do not suffer from any cathode
poisoning. It took approximately 1 hour to heat the sample to
the desired temperature (thermal equilibration), then the
impedance measurements were started. The impedance was
measured by a Novocontrol Alpha A High Performance
Frequency Analyzer in the frequency range from 106 to 10�2 Hz
with a resolution of ve points per decade and an alternating
voltage of 10 mV (rms) applied between the two LSC thin lms.
2.4 Low-energy ion scattering (LEIS)

Surface and near-surface analysis of the samples was performed
by LEIS using a Qtac100 spectrometer (ION-TOF GmbH, Ger-
many) tted with a high brightness ion source to provide the
primary beam (Hyperion, Oregon Physics, USA). Several noble
gas ion beams can be used for the analysis depending on the
spectral range to be analysed. Typically, a 3 keV He+ beam is
used to check the presence of organic contamination on the
surface, indicated by a characteristic surface peak at �846 eV.
The cation composition of the surface is analysed using a 6 keV
Ne+ beam, which provides a better mass resolution for heavy
elements. The primary ion beam is directed normal to the
surface and the kinetic energy distribution of the backscattered
ions at 145� (collected over the entire azimuth) is analysed to
obtain the elemental composition of the rst monoatomic layer.
Depth proling analysis was performed in a dual beam mode
using a 1 keV Ar+ sputtering beam at a sputtering angle of 59
degrees. The sputtered area was 1.3 � 1.3 mm2 whereas
a central region of 1 � 1 mm2 was analysed by the primary
beam. The sputter rate for the depth calibration of the proles
was estimated by measuring the depth of a 300 � 300 mm2

crater using laser interferometry, assuming that the rate was
This journal is © The Royal Society of Chemistry 2015
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uniform for the LSC thin lm (the sputtered crater used for this
calibration was terminated before reaching the YSZ substrate).

For the quantication of the cation surface coverage, the
plateau signals at the end of the depth proles were used as the
reference value for the bulk stoichiometry, as described in
ref. 31.

Due to the extreme surface sensitivity of the technique, any
adventitious contamination from the exposure to air is detri-
mental for the analysis. The LEIS instrument is tted with
a cleaning stage such that the samples could be cleaned by
oxidation of the surface at room temperature prior to the
analysis to remove the adsorbates (e.g. H2) or organic contam-
inants on the surface. In this process, the surface is cleaned by
(chemical) oxidation using a reactive atomic oxygen ux once
the sample is introduced at the instrument's load-lock chamber
(base pressure around 10�8 mbar), without further exposure to
the atmosphere. The neutral atomic oxygen with almost no
kinetic energy is extracted from an RF plasma source (higher
energy ionized species from the plasma are not extracted). This
beam of oxygen atoms reacts with the hydrocarbons on the
surface to form volatile H2O, CO and CO2 that are pumped away
by the vacuum system. This procedure was proven to be very
effective to clean oxide surfaces, like YSZ.35 The oxidation
cleaning was performed in several 15 minutes cycles until the
surface was free of organic contamination. The effectiveness of
the cleaning process was checked by the analysis of the surface
with 3 keV He+ ions until no carbon peak was detected (peak
position at 846 eV) and similar intensities of the rest of the
constituent cations for two consecutive spectra were obtained
aer a cleaning step (e.g. the La surface peak remained the same
intensity before and aer the cleaning cycle).
Fig. 1 SEM image of a LSC thin film surface (a) and TEM cross-section
of a �210 nm thin LSC film (b).
2.5 Time resolved inductively coupled plasma-mass
spectrometry (ICP-MS)

The near surface composition of the LSC lms as well as their
bulk composition was determined by time-resolved analysis of
the eluate resulting from chemical etching. The samples were
installed into a custom-made polytetrauoroethylene etching
compartment with a volume of 289 ml. The LSC layers were then
slowly dissolved in a continuous ow of ultrapure water
(produced by Barnstead™ Easypure™ II (18.2 MU cm�1)) which
was switched to 0.012 mol l�1 hydrochloric acid (EMSURE® for
analysis) aer 360 seconds during the time resolved measure-
ment. A second liquid ow of an internal standard, 10 ppb Mn
(prepared from Mn-standard, Titrisol®) spiked 0.24 mol l�1

hydrochloric acid was merged with the eluate (eluent + dis-
solved cations) of the sample for correction of instrumental
dris. An external peristaltic pump (Spetec GmbH, Perimax 12)
directed the eluent ow through the etching compartment and
the total liquid ow towards the iCAP™ Q (ThermoFisher
Scientic, Bremen, Germany) ICP-MS spectrometer introduc-
tion system, consisting of a Peltier cooled spray chamber (PFA
nebulizer and cyclone) and a quartz torch. The liquid ow was
set to �1 ml min�1 and the nebulizer gas ow to 1 l Ar min�1.
The RF-power was set to 1550 W, and a 0.8 l Ar min�1 auxiliary
and a 14 l Ar min�1 cooling gas ow were applied. Before
This journal is © The Royal Society of Chemistry 2015
starting the rst measurements the setup was optimized with
a tuning solution to yield maximum intensity for 110In and a low
CeO+/Ce+ ratio (<1.9%). For the measurements of LSC thin
lms, each isotope (55Mn, 59Co, 86Sr and 139La) was measured
using a dwell time of 10 ms. A mixed solution of La (ICP-Multi-
Element Standard, Aristar®), Co and Sr (both Plasma Emission
Standard, Prolabor®) was used for standard calibration.
3. Results
3.1 Structural characterization

The surface morphology of a 210 nm thin LSC lm on top of YSZ
was investigated by FESEM, see Fig. 1. Closely packed grains
with a size of 40–70 nm are found together with cracks on the
surface of the thin lm. Crack formation cannot be avoided and
is caused by the difference of thermal expansion coefficients
between thin lm (LSC64 (ref. 36) ¼ 20.5 � 10�6 K�1) and
substrate (YSZ37 ¼ 10.8 � 10�6 K�1). It takes place during
cooling to room temperature aer thin lm deposition. TEM
cross-sections, Fig. 1, conrm the dense packing of columnar
grains without any voids in between the grains as expected for
the PLD growth conditions27,38 used here.

In Fig. 2, patterns over the measured 2q range are shown
for the LSC64 target and the thin lm diffraction. All visible
peaks of the polycrystalline target diffraction pattern could be
assigned to the LSC64 perovskite phase and no sign of
impurities was found. The peaks were indexed with respect to
the pseudo-cubic structure of the material since the rather
small rhombohedral distortion (rhombohedral angle ar ¼
60.36� (ref. 5)) of the crystal lattices could not be measured
with the given resolution. The pseudo cubic lattice parameter
of LSC (apc ¼ 3.842 � 0.003 Å) derived from the polycrystalline
target diffraction patterns in good agreement with literature
values.5 The thin lm pattern shows the actual thin lm
growth relative to the (100) YSZ plane. Therefore, the pattern
overlaps with the intense (200) and (400) peaks of the
substrate. Only YSZ and LSC thin lm peaks are found, indi-
cating a phase-pure deposition. Furthermore, it can be seen
that the textured lm grows preferentially in (100) and (110)
direction. Grains grown in (111) direction are also observed.
Due to the small size of thin lm peaks the out-of-plane lattice
parameters of LSC (apc ¼ 3.83 � 0.01 Å) can only be deduced
with limited accuracy.
J. Mater. Chem. A, 2015, 3, 22759–22769 | 22761
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Fig. 2 XRD diffraction pattern of LSC target and thin film deposited on
YSZ.

Journal of Materials Chemistry A Paper

Pu
bl

is
he

d 
on

 0
5 

O
ct

ob
er

 2
01

5.
 D

ow
nl

oa
de

d 
by

 T
U

 W
ie

n 
U

ni
ve

rs
ity

 L
ib

ra
ry

 o
n 

01
/1

2/
20

15
 1

0:
43

:2
7.

 
View Article Online
3.2 Surface cation chemistry and performance of as-
deposited LSC thin lms

LEIS and ICP-MS were rst used to investigate the cation
composition of freshly deposited samples. Fig. 3 shows the “Sr/
A-site” and “Co/A-site” ratio as a function of depth for an as-
deposited sample measured by LEIS. A sputter dose of about
1.5–2 � 1015 ions per cm2 was used so it can be assumed that
between each analysis cycle (measurement point) approxi-
mately 1 atomic layer was removed. However, the sputter
process can cause cation intermixing, thus hindering an exact
interpretation in terms of atomic layer composition for all layers
except the surface layer (i.e. for the rst analysis cycle, the
analysis beam dose was kept below the static limit, assuring
that less than 1% of the surface is bombarded and minimizing
the surface damage). The cation composition of the target is
highlighted by the dotted lines. It can be seen that in the rst 3
nm the cation stoichiometry does not t to the bulk stoichi-
ometry. A Sr enrichment close to the surface together with a Co
depletion is found. Sr segregation may occur during the PLD
process (at 600 �C) or the subsequent slow cooling phase since
cations are sufficiently mobile at these temperatures as reported
in ref. 39. Cai et al. also found a Sr-rich and Co-depleted region
close to the surface of LSC on as-deposited samples by XPS
Fig. 3 LEIS depth profile of as-deposited LSC thin film showing Sr/A-
site and Co/A-site ratio.

22762 | J. Mater. Chem. A, 2015, 3, 22759–22769
measurements.12 Other authors also reported cation rear-
rangements at the surface of perovskites during thin lm
growth.40,41

The surface layer, represented by the very rst measurement
point in Fig. 3, shows the highest Sr occupancy. 81% of the surface
cation sites are occupied by Sr ions. Furthermore, almost no
cobalt is found in the termination layer, while the next
measurement points indicate a Co/A-site ratio close to the bulk
values of one. The very Sr-rich termination layer is not necessarily
a true part of the LSC perovskite lattice. A SrO termination layer on
top of the LSC lm could also correspond to an AO layer of the so
called Ruddlesden–popper structure (ABO4 ¼ ABO3$AO). A rock-
salt AO termination layer was also assumed for other single
perovskites (La0.6Sr0.4Co0.2Fe0.8O3�d (ref. 32)) and double perov-
skites (PrBaCo2O5+d, GdBaCo2O5+d (ref. 33)) with the transition
metal of the double perovskites being buried below the surface
layer. Further interaction of this layer with CO2 and H2O (i.e.
SrCO3, Sr(OH)2) might be possible.42,43

Additionally, ICP-MS measurements were conducted on as-
deposited thin lms, see Fig. 4. Different eluents continuously
dissolved parts of the LSC lms and in Fig. 4a the cation
concentration of the eluate, as detected by the mass spectrom-
eter, is plotted against the measurement time. The eluent used
for the extraction of the LSC cations was switched from ultra-
pure H2O to diluted 0.012 mol l�1 hydrochloric acid aer 360
seconds, which is also highlighted in the graph. In the begin-
ning of the experiment, when H2O is used as eluent, a sharp
peak of the cation signals is observed. This indicates that only
a limited amount of water-soluble cations exists on top of the
thin lms. The amount of water-soluble cations can be deter-
mined by standard calibration and integration over the H2O
peak (0.65 nmol Sr, 0.46 nmol Co and 0.16 nmol La). From the
lattice parameter it can be calculated that 0.33 nmol Sr would be
needed to form one atomic layer of SrO covering the entire 5� 5
mm2 surface of the thin lm. This means that the etching
procedure does not only dissolve the very Sr-rich surface layer
found in LEIS. In the given example, the additionally dissolved
cations would correspond to about two elementary cells of LSC
covering the projected area of 5 � 5 mm2. Effects of the
enhanced surface area e.g. due to cracks are discussed in
Section 3.4. As soon as the eluent is switched to dilute HCl,
without interrupting the continuous eluent ux, a small La peak
is observed and indicates that the ultrapure water possibly
preferentially dissolved Sr and Co. During the course of the HCl
etching the cation concentration again increases and reaches
a rather constant level aer 120 seconds.

The composition changes detected in the course of the
etching procedure and thus over the thin lm depth can be
much better understood when plotting the molar ratio of the
cations versus the sum of all cations detected by the mass
spectrometer, Fig. 4b. Assuming that the thin lm is etched
homogenously, the total cation amount can be directly trans-
lated into a depth. In the case of LSC64, 1 nmol of cations
corresponds to 0.78 nm LSC. In this plot we again see that the
ultrapure water primarily dissolves Sr and Co. Aer switching to
diluted HCl a sharp peak of La is observed. The expected bulk
stoichiometry is found aer extraction of 7.5 nmol cations. In
This journal is © The Royal Society of Chemistry 2015
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Fig. 4 ICP online analysis of as-deposited LSC thin film, displaying the measured cation flux (a) and the cation molar ratio vs. total amount of
etched cations from the measured data (b). For a dense thin film 20 nmol of LSC correspond to 15.6 nm thick LSC layer.
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this work, however, we will mainly focus on the water soluble
part detected by the ICP-MS as it gives most information on the
surface and near-surface cation composition of our thin lms.

3.3 Annealing of as-deposited thin lms

A decrease of the electrochemical performance of LSC thin lms
and related materials with annealing time was oen reported
and mostly connected to stoichiometry changes at or close to
the surface. It is known that Sr surface segregation can be
chemically driven by atmospheric trace gases such as SO2, CO2

or H2O.10,23,24 Furthermore, the presence of a Si or Cr source in
the vicinity of a perovskite sample together with a wet atmo-
sphere were also shown to lead to strontium precipitation on
the surface.25,26 Therefore, special care was attributed to avoid-
ance of any contamination of the atmosphere during the
annealing procedure, see Section 2.2.

An as-deposited sample with two symmetrical LSC elec-
trodes was annealed at 600 �C for 15 h in synthetic air and
impedance spectra were continuously taken. Representative
Nyquist plots normalized to the projected electrode surface
area shown in Fig. 5. The high-frequency (>50 kHz) intercept
can be attributed to the oxide ion conduction of the electrolyte.
Small differences of the intercept between the spectra most
Fig. 5 Nyquist plot displaying the impedance change of a symmetrical
deposited sample upon annealing at 600 �C, the inset shows the
middle-frequency (50–1 kHz) range in detail.

This journal is © The Royal Society of Chemistry 2015
probably originate from temperature uctuations (�1 �C)
during the measurement. At medium frequencies (50–1 kHz)
a shoulder appears next to a low frequency semicircle (1 kHz to
0.1 Hz). The shoulder was already reported in earlier studies,44

where it could be attributed to electrochemical processes at
the electrode/electrolyte interface. The low frequency semi-
circle is the only part of the spectra that changes its shape or
size with annealing time. It could be tted to a parallel R-CPE
element (CPE ¼ constant phase element with exponential
tting parameter n � 0.9). The capacitive element can be
assigned to the chemical capacitance Cchem of the thin lm
according to the model of Jamnik–Maier.45 The values of
Cchem are approx. 984 � 96 F cm�3 and thus in the typical
range found for LSC thin lm electrodes. The resistance
can be attributed to the oxygen surface exchange reaction,
Rsurface exchange.44 Despite all precautions taken to avoid any
cathode poisoning, Rsurface exchange continuously increases
from 0.6 to 4.6 U cm�2 within 15 hours of annealing time. One
may suppose that still strong Sr segregation was caused by an
unknown poisoning process. Therefore the surface chemistry
of the annealed thin lms was investigated by LEIS and
ICP-MS.

LEIS and ICP-MS measurements were performed on LSC
thin lms that were annealed for 1, 4 and 16 hours in the same
experimental setup, results are given in Fig. 6 and 7. Inter-
estingly, the LEIS depth proles do not show any signicant
changes of the cation stoichiometry. The depth proles of the
annealed thin lms are almost identical to those of the as-
deposited thin lm. Only an even smaller Co coverage is found
on the surface for the 16 h annealed thin lm. Fig. 7
summarizes the amount of water soluble cations for the
differently annealed thin lms measured by the ICP-MS. For
each annealing time three samples were investigated and the
error bars are obtained from the standard deviation. Again, no
signicant changes are found, except for a slight increase of
the Sr amount during the rst hour of annealing. Overall, none
of the chemical analysis methods indicated substantial
surface composition changes that reveal a simple correlation
to the strong decrease of the oxygen surface exchange kinetics.
From a compositional point of view, the thin lm surface layer
seems to be in a frozen-in state or already close to an equi-
librium state without much driving force to change the surface
structure.
J. Mater. Chem. A, 2015, 3, 22759–22769 | 22763
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Fig. 6 LEIS depth profiles showing the Sr/A-site (a) and the Co/A-site (b) ratio of an as-deposited sample and of two samples that were annealed
at 600 �C for 1 and 16 h.

Fig. 7 H2O soluble amount of cations detected by ICP-MS on a freshly
deposited sample and on samples that were annealed for 1, 4 and 16 h
at 600 �C.
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3.4 Surface treatment of as-deposited thin lms

In Section 3.2 it was shown that Sr-rich layers of the LSC thin
lm could be removed by water during the ICP-MS measure-
ments. This process of surface modication and its reversibility
by short heat treatments was further investigated by LEIS and
ICP-MS. First, several as-deposited samples were stirred ex situ
for 10min in ultrapure H2O in order to remove the water soluble
layers. The samples were subsequently dried in a pure nitrogen
gas stream. Two samples were then analyzed by LEIS and ICP-
MS. The other samples were annealed for 1 h at 600 �C in syn.
air and also chemically analyzed. These steps were repeated
with chemical analysis by LEIS. All cation compositions
measured by LEIS are shown in Fig. 8.

Fig. 8a displays the LEIS depth proles of the Sr cation
composition, while Fig. 8b focusses on the Co/A-site and Sr/A-
site ratio of the surface termination layer, i.e. the very rst
measurement points in Fig. 8a. Aer the rst H2O treatment the
Sr level of the termination layer is strongly reduced. Simulta-
neously, a substantially higher amount of Co is measured in the
termination layer. However, the Co amount is still far from bulk
stoichiometry. The remaining part of the termination layer
consists of La. The Sr enrichment in the near-surface layers is
reduced but still present. This nominal decrease of Sr content in
subsurface layers by the ex situ H2O etching can be partly
22764 | J. Mater. Chem. A, 2015, 3, 22759–22769
attributed to the fact that H2O removes more than the surface
termination layer, similar to the results observed by time resolved
ICP-MS using H2O as eluent (cf. Section 3.2). During the
annealing of a H2O treated sample for 1 h at 600 �C, Sr segregates
back to the top of LSC leading to about 70% Sr ions with respect
to the total cation amount in the termination layer. Except from
the termination layer the Sr depth proles of the H2O treated and
the H2O treated + 600 �C annealed samples are almost identical.
The absence of any Sr depletion in the rst 5 nm of the annealed
thin lm raises the question fromwhere the Sr segregates back to
surface. This will be addressed in Section 3.5.

Aer a renewed exposition of an annealed thin lm to
ultrapure water for 10 min, the Sr depletion at the surface is
again found. This time the Sr surface coverage even drops lower
and the Co coverage is once more increased compared to the
annealed sample. Another annealing step at 600 �C for 1 h
brings the Sr-rich and Co-poor termination layer back. Again, no
Sr depletion could be detected in the rst few nm. These
experiments conrm that formation of a Sr-rich surface layer is
an equilibrium property of LSC. This layer is water soluble and
cation diffusion kinetics is sufficiently fast to reestablish the
termination at 600 �C in less than one hour.

The effect of H2O treatment and annealing was also investi-
gated by ICP-MS in order to obtain information on the layer
composition and on the true cation amounts that were removed
and resegregated to the top of the thin lms. The results are
shown in Fig. 9a, together with the LEIS depth proles plotted in
a different manner. The LEIS depth proles indicate the
measured cation stoichiometry in the rst 5 nm for three
different surface treatments. Fig. 9b displays the amounts of each
cation in the “water peak” of the ICP-MS measurements (cf.
Section 3.2). Three samples were investigated for each sample
treatment to ensure reproducibility, as reected by the error bars.

For the as-deposited sample, mainly Sr and Co are dissolved
in ultrapure H2O, cf. rst data points in Fig. 7. Qualitatively, the
composition measured by ICP-MS (high Sr, low La) corresponds
to that of the top layer analyzed by LEIS. Quantitatively, there
are differences due to the fact that the “water peak” dissolves
more than only the termination layer, see Section 3.2. Also aer
the ex situH2O treatment of the as-deposited sample cations are
dissolved during the time resolved ICP-MS etching using H2O
(see Fig. 9 center). This is surprising since not only ex situ H2O
This journal is © The Royal Society of Chemistry 2015

http://dx.doi.org/10.1039/c5ta05279c


Fig. 8 (a) LEIS depth profiles showing the Sr/A-site ratio after different surface treatments; (b) Co/A-site and Sr/A-site ratio of the termination
layer is displayed after different surface treatments.

Fig. 9 (a) Cation composition of LEIS depth profiles, (b) amount of
water-soluble cations measured by ICP-MS on samples after different
surface treatments and (c) differences between the amounts of water
soluble cations found by ICP-MS. On top of the as-deposited and the
annealed thin film an excess amount of 0.33 nmol Sr is found in
comparison to the H2O treated thin film.
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treatment but also time resolved etching are performed using
ultrapure water and should not dissolve further ions. Both, the
dissolution of ions in addition to the Sr-rich termination layer
of the as-deposited lm and the dissolution of LSC aer ex situ
H2O treatment may be explained by the following: trace gases,
e.g. CO2, adsorb at sample surface before ICP-MS analysis.
Those can form acids in combination with the eluent (H2O)
used during the ICP-MS measurement. This can then lead to an
additional dissolution of cations from the LSC lattice, which
This journal is © The Royal Society of Chemistry 2015
comes to an end as soon as all adsorbates are consumed. These
trace gases from ambient air are expected to desorb at higher
temperatures and are therefore irrelevant for the electro-
chemical measurements performed in a constant ow of high
purity gases. For the H2O treated sample a decreased amount of
soluble Sr is found within the ICP-MS eluate compared to the as-
deposited sample while for the other cations no relevant
changes were observed. This strongly suggests that the main
difference between surface composition of an as-deposited and
a H2O treated layer is the absence of a very Sr-rich layer in the
latter case.

Aer the H2O treated sample is annealed at 600 �C for 1 h in
synthetic air, again a Sr-rich eluate is measured by the ICP-MS in
accordance with the high Sr surface coverage found by LEIS. The
different amounts of water-soluble cations obtained for the H2O
treated + annealed sample corresponds well to the amounts
found for the as-deposited sample. Since the “water peaks” in
ICP-MS also include cations of sub-surface layers, it is most
interesting not to focus on the absolute cation amounts but on
the differences between the surface treatments (Fig. 9c). Signi-
cant differences (condence interval of�90%) are only found for
Sr and, as highlighted in Fig. 9, this difference amounts to ca.
0.33 nmol Sr that is removed during H2O treatment and segre-
gated back to the surface aer annealing. As already mentioned
above, 0.33 nmol of Sr is exactly the amount needed to form one
layer of (100) SrO on top of the 5 � 5 mm2 thin lm.

LEIS results, however, show that the surface layer is Sr-rich
but does not entirely consist of Sr. The difference can be at least
partially explained by the different surfaces investigated by the
two techniques. While LEIS results reect the cation composi-
tion of the projected surface, the eluent used in the water
treatment and analysis during ICP-MS dissolves cations from
the true surface. The true surface area is enlarged i.e. by the
cracks shown in Fig. 1 and an area increase of about 30%
compared to the projected surface area would already explain
the measured difference. This comparatively small enhance-
ment of the surface area by cracks is also in accordance with
earlier studies on the thickness dependency of the surface
exchange resistance and water soluble Sr amount found on the
J. Mater. Chem. A, 2015, 3, 22759–22769 | 22765
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surface of similar thin lms.27 Furthermore, H2O does not
necessarily dissolve the thin lm homogenously. A preferential
cation dissolution at grain boundaries may further affect the
data. Nonetheless, both analytical techniques present a very
similar picture of the cation composition at and close to the
surface.

The quick reappearance of a Sr-rich surface termination at
600 �C aer its removal in H2O raises the question of the kinetics
of Sr diffusion and segregation. Annealing of H2O treated
samples was therefore performed at different temperatures for
1 h. The LEIS results of Fig. 10 show that thin lms annealed up
to 400 �C for 1 h do not show any signicant differences in the
composition of the surface. Neither the surface composition
(Fig. 10b) nor the depth prole (Fig. 10a) ismodied by annealing
up to 400 �C. The depth proles of these thin lms also underpin
the reproducibility of the H2O treatment since all measurements
were performed on different thin lms. The thin lm annealed at
550 �C, on the other hand, again exhibits a Sr-rich and Co-poor
termination layer. This is even more pronounced aer annealing
at 600 �C: then 69% of surface cations are Sr, compared to 51%
aer annealing at 550 �C. At 550 �C Sr resegregation was most
probably not completed yet aer 1 hour.

The exact mechanism and the rate limiting step of Sr
segregation is not clear yet. The substantial amount of Sr
needed for the measured Sr-rich surface termination has to lead
to some Sr depletion in the lm. However, such a depletion was
not observed within the rst 5 nm of any annealed LSC thin
lms (Fig. 10a) and thus fast Sr diffusion with only slight
depletion in larger parts of the lm are concluded. Signicant Sr
tracer diffusion proles were already reported at 650 �C in ref.
39 and quantitative data on fast diffusion along grain bound-
aries and bulk were deduced. Since ambipolar diffusion coef-
cients are expected to be much larger than the tracer diffusion
coefficients,39 this is in accordance with our results.
3.5 Inuence of the termination layer on the oxygen
exchange kinetics

To investigate whether the Sr-rich termination layer promotes or
inhibits the oxygen surface exchange reaction, impedance
Fig. 10 (a) LEIS depth profiles showing the Sr/A-site ratio after annealing
ratio of the termination layer of the same thin films.

22766 | J. Mater. Chem. A, 2015, 3, 22759–22769
measurements were performed on as-deposited thin lms and
thin lms aer H2O treatment at 400 �C, Fig. 11. Both Nyquist
plots show the electrode impedance dependency on the oxygen
partial pressure. For all partial pressures, twomain features in the
impedance spectra can be distinguished. At high frequencies (>1
kHz) the onset of a semicircle is observed, which represents the
ionic conductivity of the YSZ electrolyte. This part of the spectra
was not visible in Fig. 5, because of the higher measurement
temperature and thus a higher bulk relaxation frequency which is
proportional to the ionic conductivity. It can also be seen that the
ionic resistance of the electrolyte does not change upon oxygen
partial pressure variations. The second feature at lower frequen-
cies (<1 kHz) originates from the electrode.

At oxygen partial pressures of 210 mbar (21% O2 ¼ syn. air)
the electrode impedance part has a semi-tear drop shape and
for both samples it can be tted to a niteWarburg element. For
mixed conducting electrodes this is oen an indication that
transport of a charge carrier is rate-limiting. LSC is believed to
show a metal-like electronic conductivity, therefore only the
oxygen conductivity could be responsible for transport limita-
tion. Additional effects including an ionic charge transfer
resistance into YSZ or sample inhomogeneities may affect the
spectrum shape and we do not necessarily conclude pure
transport limitation, see also the interpretation of the imped-
ance spectra of LSC thin lms measured at such low tempera-
tures in ref. 46. However, most probably the surface exchange
resistance does not dominate the entire electrode resistance
under these conditions. In order to truly investigate the inu-
ence of the LSC termination layers on the oxygen surface
exchange kinetics, other oxygen partial pressures are therefore
more adequate. A reduction of the oxygen partial pressure
accelerates the oxygen transport through the LSC thin lm, due
to an increase of the oxygen vacancy concentration, and it
simultaneously slows down the oxygen exchange kinetics. This
can be observed in Fig. 11a and b, as the electrode part of the
impedance spectra changes its shape to a semicircle for lower
oxygen partial pressures. At an oxygen content of 0.1% it can be
safely assumed that the surface exchange resistance dominates
the overall electrode reaction and further investigation were
thin films for 1 h at different temperatures; (b) Co/A-site and Sr/A-site

This journal is © The Royal Society of Chemistry 2015
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Fig. 11 Nyquist plots showing the dependence of the electrode impedance on the oxygen partial pressure for an (a) as-deposited and (b) H2O-
treated thin film. Measurements were performed at 400 �C in different N2/O2 mixed atmospheres.
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done in this atmosphere. The impedance spectra at a normal-
ized oxygen partial pressure (pO2) of 0.1% were again tted to
a parallel RC-element with R being the oxygen surface exchange
resistance. Multiple samples were investigated for statistics.
The obtained surface exchange resistances for differently
treated samples annealed at 400 �C and 600 �C for 16 h are
plotted in Fig. 12.

For the thin lms annealed at 400 �C, Fig. 12a, a clear
difference between the surface exchange resistance of as-
deposited and H2O treated thin lms is visible. In the beginning
the oxygen exchange kinetics, represented by 1/Rsurface exchange,
is promoted by �60% when removing the Sr-rich and Co-poor
termination layer. On the contrary, the initial values of the thin
lms annealed at 600 �C, inset of Fig. 12b, do not indicate any
difference between the lms. The latter can be easily under-
stood since prior to the start of the impedance measurements
each sample was thermally equilibrated for 1 h in the corre-
sponding atmosphere. Hence, the removed Sr-rich termination
layer already reappeared before the impedance measurement
Fig. 12 Variation of the surface exchange resistance for as-deposited
performed (a) at 400 �C in 0.1% pO2 and (b) at 600 �C in 21% pO2.

This journal is © The Royal Society of Chemistry 2015
started, cf. Section 3.4 and Fig. 13. These measurements are also
an indication of the excellent reproducibility of our lm
surfaces with Rsurface exchange z 0.6 U cm2 at 600 �C. At 400 �C,
on the other hand, cations are considered to be immobile on
the time scale of an hour as shown in Section 3.4. We can
therefore measure the inuence of a non-equilibrated termi-
nation layer on the surface exchange resistance.

The enhanced oxygen exchange kinetics observed for the
non-equilibrated termination layer can have multiple reasons
and is discussed based on the surface composition shown in
Fig. 13. The SrO (or Sr(OH)2) termination layer that forms on
top of the LSC could simply block the oxygen from approach-
ing active sites that are important for the oxygen reduction
reaction. Assuming active sites being proportional to the
surface parts without Sr termination suggest an increase from
19% to 72% and this is even more than the 1.6 factor found
for the enhancement of the oxygen exchange kinetics. This
argumentation does not consider details of the mechanism.
Active sites may be either related to the accessibility to oxygen
and H2O treated thin films with annealing time. Measurements were

J. Mater. Chem. A, 2015, 3, 22759–22769 | 22767
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Fig. 13 Cation composition of the termination layer measured by LEIS for as-deposited LSC and after different thermal and chemical treatments.
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vacancies for adsorption, dissociation and diffusion of
oxygen47 or the possibility to approach B-site cations. Instead
of the Sr decrease we may therefore consider the concentration
increase of the other two cations, i.e. La and Co. Lanthanum is
assumed to play only a role as a host atom that is substituted
by Sr and does not take part in the oxygen reduction reaction.
Cobalt, on the other hand, is known to facilitate the electronic
conduction in LSC by constituting a conduction band via its 3d
and oxygen 2p orbitals.48–50 Thus the importance of surface Co
atoms for charge transfer is therefore very realistic.51 If any
charge transfer from the Co to an oxygen surface species is rate
determining for the oxygen reduction reaction, the increased
Co content aer H2O treatment could explain the improved
surface exchange kinetics. Moreover, the kinetics change
might also be not only stoichiometry related. Z. Cai and co-
workers12 found a change of the Co oxidation state from Co2+

to Co3+ close to the Sr-rich surface of LSC using XPS and
suggested a detrimental role of this valence change on the
oxygen exchange kinetics.

Finally, the time dependence of the surface exchange
resistance in Fig. 12 is discussed. At 600 �C, the degradation
phenomenon was already shown for an as-deposited thin lm
in Section 3.3. Here we nd on average a resistance increase
by a factor of 6.7 aer 15 hours of annealing. The degradation
of the H2O treated thin lm is very similar with a surface
exchange resistances changed by a factor of 8.3 aer 15 hours
of annealing. These strong changes without much variation of
the Sr coverage further question the existence of a simple
relation between oxygen exchange kinetics and Sr surface
coverage under very clean atmospheric conditions. The
resistance increase at 400 �C is much less pronounced and
amounts to a factor of 1.7 and 1.6 for as-deposited and H2O
treated lms. The slower degradation may simply be an
effect of temperature but could also be inuenced by the
atmosphere. In some earlier unpublished work we observed
that a lower oxygen partial pressure during annealing led to
less degradation at the same annealing temperatures. For
a clear mechanistic explanation of the degradation much
further measurements are needed. However, one may
speculate that the remaining Co concentration at the surface
is most decisive. Degradation would then be caused by
covering substantial parts of the still remaining small
amounts of surface Co (cf. Fig. 6b). Hence, the most benecial
effect of the water treatment would be exposing more Co to
the gas phase.
22768 | J. Mater. Chem. A, 2015, 3, 22759–22769
4. Conclusion

Surface sensitive measurements were performed by LEIS and
time resolved ICP-MS to analyze the cation composition of
La0.6Sr0.4CoO3�d thin lm electrodes. Results obtained by both
methods agree qualitatively and quantitatively and provide
a consistent picture of the surface termination composition and
cation diffusion kinetics. For as-deposited LSC thin lms
a water-soluble Sr-rich and Co-poor termination layer was
found. While the Co depletion is only observed in the termi-
nation layer, the Sr is enriched in the rst 3 nm of LSC. The
surface layer is removed by treating the sample in ultrapure
water, but ca. 1 monolayer of SrO repeatedly forms again
whenever the sample is annealed at or above 550 �C for 1 h. A Sr
depletion in subsurface regions was not found, thus very fast Sr
diffusion with only slight depletion in larger parts of the lm are
concluded. These experiments conrm that formation of the Sr-
rich surface layer is an equilibrium property of LSC and that Sr
diffusion does not limit its formation under these conditions.
Impedance measurements at 400 �C revealed the detrimental
effect of this surface layer on the oxygen surface exchange and
suggest that higher Co concentration in the termination layer
facilitate the oxygen exchange reaction. Further annealing of
thin lms with Sr-rich termination layer in poison-free atmo-
sphere at 600 �C did not lead to any signicant cation compo-
sition changes although the oxygen surface exchange kinetics
continuously decreased.
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